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CERTIFICATION

This is to certify that the evaluation described herein was
designed and executed by personnel of Contech Research, Inc.
It was performed with the concurrence of Meritec of
Painesville, OH who was the test sponsor.

All equipment and measuring instruments used during testing
were calibrated and traceable to NIST according to ISO
10012-1 and ANSI/NCSL 2540-1, as applicable.

All data, raw and summarized, analysis and conclusions
presented herein are the property of the test sponsor. No
copy of this report, in part or in full, shall be forwarded
to any agency, customer, etc., by Contech Research without
the written approval of the test sponsor.

./ I -
r;uanne Witt

Program Manager
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SCOPE

To perform qualification testing on TSOP and PSOP sockets as
manufactured and submitted by the test sponsor.

TEST SAMPLES AND PREPARATION

1. The following test samples were submitted by the test
sponsor, Meritec, for the evaluation to be performed by
Contech Research, Inc.

40 Position TSOP Sockets
44 Position PSOP sockets

2. Unless otherwise indicated, all materials were certified
by the manufacturer to be in accordance with the

applicable product specification.

3. The test samples as submitted were certified by the
manufacturer as being fabricated and assembled utilizing
normal production techniques common for this type of
product and inspected in accordance with the quality
criteria as established for the product involved.

4. Test samples were supplied assembled and terminated to
test boards by the test sponsor.

5. Applicable qualified mating devices were supplied by the
test sponsor.

6. All test samples were coded and identified to maintain
continuity throughout the test sequences. Upon
initiating testing, mated test samples remained with
each other throughout the test sequences for which they
were designated.

7. The test samples were not cleaned prior to testing.

8. The test samples for vibration and shock were prepared
by terminating all positions in series for monitoring
contact interruptions during vibration and/or shock.

9. Unless otherwise specified in the test procedures used,
no further preparation was used.
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